
New energy sources can be very useful as they provide several benefits over traditional energy sources.
Here are some of the ways that new energy can be useful:

1. Environmentally Friendly: New energy sources such as solar, wind, geothermal, and tidal energy are
cleaner and more sustainable than traditional fossil fuels which helps in reducing carbon emissions, air
pollution, and overall environmental damage.

2. Cost-Effective: Many new energy sources have become more cost-effective over time making them
less expensive than traditional energy sources. This can help households and businesses save money
on energy bills.

3. Job Creation: The production, installation, and maintenance of new
energy sources can create job opportunities in various fields ranging from
engineering to construction and installation.

4. Energy Security: New energy sources provide energy security
by reducing reliance on foreign oil and other non-renewable
resources, which can help countries become
More self-sufficient.

Magnetic Wind is a full-spectrum renewable energy partner delivering smart, sustainable 
solutions powered by wind and solar. Building on our roots in innovative wind turbine design, 
we now offer integrated systems that include on-site wind, solar-powered technologies, hybrid 
storage, and bespoke renewable solutions for homes, businesses, and communities.

Our mission is to provide reliable, cost-effective, and visually striking clean energy solutions 
that reduce carbon footprints, lower energy costs, and empower local energy generation. By 
combining advanced technology with thoughtful design, we help create greener, more 
resilient, and more inspiring spaces—where renewable energy becomes both a practical 
solution and a point of pride.



Vertical Axial Wind Turbine Generator
What is the advantage of vertical wind turbine?

1. Smaller footprint: Vertical wind turbines require a smaller area to generate the same amount of power as horizontal
turbines.

2. They can operate in lower wind speeds: Vertical turbines can operate efficiently in lower wind speeds, making them ideal
for urban and suburban areas where the wind is often turbulent and unpredictable.

3. Easier maintenance: Their design makes it easier to access the components of the wind turbine, facilitating maintenance
and repairs.

4. Wildlife-friendly: Vertical wind turbines operate at lower blade speeds and are less likely to harm birds and bats.

5. Aesthetically pleasing: Vertical turbines are often considered more aesthetically pleasing and less obtrusive than
traditional horizontal turbines.

Model RX-HV1K RX-HV2K RX-HV3K-1 RX-HV3K-2 RX-HV3.5K RX-HV4K

1. Higher Efficiency: H-type turbines have a higher efficiency
compared to traditional wind turbines because of their unique blade
design. Their blades are longer and curved, which enables them to
capture more wind energy.

2. Better Performance in Low Wind Speeds: H-type turbines have
better performance in low wind speeds compared to traditional
turbines, which means they can generate electricity even in wind
speeds as low as 3 meters per second.

3. Reduced Noise Pollution: The unique
blade design of H-type turbines reduces
the amount of noise they produce,
making them more suitable for
residential areas.

4. Lower Maintenance Costs: H-type
turbines have fewer moving parts
compared to traditional turbines, which
means they require less maintenance
and have a longer lifespan.



Rated Power 1000W 2000W 3000W 3000W 3500W 4000W

Blades Length 1.6M 1.8M 2.0M 2.0M 2.0M 2.0M

Wheel Diameter 1.2M 1.2M 1.4M 1.4M 1.4M 1.4M

Generator Type Maglev coreless Maglev coreless Iron-core Iron-core Maglev coreless Maglev coreless

Rated Voltage 24V~220V 24V~220V 48V~220V 48V~220V 48V~220V 48V~220V

Start Up Speed 1.3m/s 1.3m/s 1.3m/s 1.3m/s 1.5m/s 1.5m/s

Rated Wind
Speed

10m/s 10m/s 10m/s 10m/s 10m/s 10m/s

Cut in wind
speed

2.5m/s 2.5m/s 2.5m/s 2.5m/s 2.5m/s 2.5m/s

Survival Wind
Speed

40m/s 40m/s 40m/s 40m/s 40m/s 40m/s

Blades Quantity 3 pcs 3 pcs 3 pcs
3 pcs
Include boost
drum

3 pcs
3 pcs include
boost drum

Blades Material Aluminium alloy

Working
Temperature

-40℃~+40℃

Protection Level IP54

Working
environment
humidness

≤90%

Altitude ≤4500m

Install Height 3~12m

Overload
Protection

Electromagnetic Brake

Gross Weight 45kg 70kg 115kg 120kg 140kg 180kg

Real Photos



Model RX-HV5K-1 RX-HV5K-2 RX-HV7K RX-HV8K RX-HV10K

Rated Power 5000W 5000W 7KW 8KW 10KW

Blades Length 2.8M 2.8M 3.2M 3.2M 3.6M

Wheel Diameter 1.8M 1.8M 2.0M 2.0M 2.4M

Generator Type Maglev coreless Maglev coreless Iron-core Maglev coreless Maglev coreless

Rated Voltage 48V~380V 48V~380V 96V~380V 48V~380V 48V~380V

Start Up Speed 2.0m/s 2.0m/s 2.0m/s 2.0m/s 2.0m/s

Rated Wind Speed 10m/s 10m/s 11m/s 11m/s 11m/s

Cut in wind speed 2.5m/s 2.5m/s 2.5m/s 2.5m/s 2.5m/s

Survival Wind
Speed

40m/s 40m/s 50m/s 50m/s 50m/s

Blades Quantity 3 pcs
3 pcs Include
boost drum

3 pcs Include
double boost
drum

3 pcs Include
double boost drum

3 pcs Include
double boost drum

Blades Material Aluminium alloy

Working
Temperature

-40℃~+80℃

Protection Level IP54

Working
environment
humidness

≤90%

Altitude ≤4500m

Install Height 2~12m

Overload
Protection

Electromagnetic Brake

Gross Weight 234kg 260kg 260kg 290kg 340kg

Real Photos



Model RX-HV15K RX-HV20K RX-HV25K RX-HV30K RX-HV40K RX-HV50K RX-HV100K

Rated Power 15KW 20KW 25KW 30KW 40KW 50KW 100KW

Blades Length 4.0M 4.2M 4.5M 6.0M 7.0M 10M 15M

Wheel Diameter 2.6M 2.6M 3.0M 4.0M 5.0M 5.0M 8.0M

Generator type
Maglev
coreless

Maglev
coreless

Maglev
coreless

Maglev
coreless

Maglev
coreless

Maglev
coreless

Maglev
coreless

Rated Voltage 96V~380V 96V~380V 96V~380V 96V~380V 220V~380V 380V 380V

Start Up Speed 2.0m/s 2.0m/s 2.0m/s 2.5m/s 2.5m/s 2.5m/s 2.5m/s
Rated Wind
Speed

11m/s 11m/s 11m/s 11m/s 11m/s 11m/s 11m/s

Cut in wind
speed

2.5m/s 2.5m/s 3.0m/s 3.0m/s 3.0m/s 3.0m/s 3.0m/s

Survival Wind
Speed

50m/s 50m/s 50m/s 50m/s 50m/s 50m/s 50m/s

Blades Quantity

3 pcs
Include
double boost
drum

3 pcs
Include
double boost
drum

3 pcs
Include
double boost
drum

3 pcs
Include
double boost
drum

5 pcs
Include three
boost drum

5 pcs
Include three
boost drum

5 pcs
Include three
boosts drum

Blades Material Aluminium alloy

Working
Temperature

-40℃~+80℃

Protection Level IP54

Working
environment
humidness

≤90%

Altitude ≤4500m

Install Height 2~12m

Overload
Protection

Electromagnetic Brake

Gross Weight 380kg 420kg 470kg 715 kg 1500kg 2000kg 3200 kg

Real Photos



Model RX-XV600 RX-XV1000 RX-XV2000 RX-XV3000 RX-XV3500 RX-XV4000

Rated Power 600W 1000W 2000W 3000W 3500W 4KW

Max Power 630W 1100W 2200W 3200W 4000W 4.5KW

Blades Length 1.0M 1.0M 1.35M 1.65M 1.65M 2.1M

Wheel Diameter 0.62M 0.62M 1.1M 1.6M 1.6M 1.85M

Rated Voltage 12V~24V 12V~48V 24V~48V 24V~220V 24V~220V 24V~220V

Start Up Speed 1.2m/s 1.2m/s 1.5m/s 1.5m/s 1.5m/s 1.5m/s

Rated Speed 10m/s 10m/s 11m/s 11m/s 11m/s 11m/s

Cut-in Speed 2.5m/s 2.5m/s 3.0m/s 3.0m/s 3.0m/s 3.5m/s
Survival Speed 40m/s 45m/s 45m/s 40m/s 40m/s 40m/s

Blades Quantity 3 3 3 3
3
Include inner
boost drum

3 pcs
Include inner
boost drum

Blades Material Fiber glass Fiber glass Fiber glass Fiber glass Fiber glass Fiber glads

Generator Type Maglev Levitation coreless Permanent magnet Generator Iron core

Working Temperature -40℃~+80℃

javascript:;


Protection Level IP54

Working environment
humidness

≤90%

Altitude ≤4500m

Install Height 3~12m

Overload Protection Electromagnetic Brake

Gross Weight 26kg 28kg 80kg 100kg 130kg 150kg

Packing List(cm)
120*27*50
One carton

120*27*50
One carton

173*52*45
One wooden

220*57*42
One wooden

220*57*42
68*68*40
Two wooden

270*45*47
103*103*41

Real Photos

Model RX-XV5K RX-XV7K RX-XV8K RX-XV10K RX-XV15K RX-XV20K RX-XV30K

Rated Power 5KW 7KW 8KW 10KW 10KW 20KW 30KW

Blades Length 2.1M 2.8M 2.8M 3.2M 3.6M 4.2M 5.0M

Wheel Diameter 1.85M 1.85M 1.85M 2.0M 2.4M 2.4M 3.0M

Rated Voltage 48V~220V 48V~220V 48V~380V 48V~380V 96V~380V 96V~380V 96V~380V

Start Up Speed 1.5m/s 1.5m/s 1.5m/s 1.5m/s 1.5m/s 1.5m/s 1.5m/s

Rated Speed 11m/s 11m/s 11m/s 11m/s 11m/s 11m/s 11m/s

Cut-in Speed 3.5m/s 3.5m/s 3.5m/s 3.5m/s 3.5m/s 3.5m/s 3.5m/s

Survival Speed 40m/s 40m/s 40m/s 45m/s 45m/s 45m/s 45m/s

Blades Quantity
3 PCS
Include One
boost drum

3 PCS
Include One
boost drum

3 PCS
Include One
boost drum

3 PCS
Include One
boost drum

3 pcs
Include
double boost
drum

3 pcs
Include
double boost
drum

3 pcs
Include
double boost
drum

Blades Material Fiber glass



Generator Type
Maglev
coreless
generator

Iron-core
generator

Maglev
coreless
generator

Maglev
coreless
generator

Maglev
coreless
generator

Maglev
coreless
generator

Maglev
coreless
generator

Working
Temperature

-40℃~+80℃

Protection Level IP54

Working
environment
humidness

≤90%

Altitude ≤4500m

Install Height 3~12m

Overload Protection Electromagnetic Brake

Gross Weight 195kg 230kg 260kg 273kg 365kg 400kg 600kg

Real Photo



Model RX-SV600 RX-SV1000 RX-SV2000 RX-SV2500 RX-SV3000 RX-SV3500
Rated Power 600W 1KW 2000W 2500W 3KW 3500W
Blades Length 1.05M 1.3M 1.5M 1.7M 2.0M 2.5M
Wheel Diameter 0.52M 0.52M 0.67M 0.6M 0.8M 0.65M
Rated Voltage 12V~24V 12V~48V 12V~96V 24V~220V 48V~220V 48V~220V
Start Up Speed 1.2m/s 1.5m/s 2.0m/s 2.0m/s 2.0m/s 2.0m/s
Rated Speed 12m/s 12m/s 12m/s 12m/s 12m/s 12m/s
Cut-in Speed 3.5m/s 4.0m/s 4.0m/s 4.0m/s 3.5m/s 3.5m/s
Survival Speed 40m/s 45m/s 45m/s 45m/s 40m/s 40m/s
Blades Quantity 2 2 2 2 2 2
Blades Material Fiber glass

Generator Type Coreless Disc Type Maglev Levitation Permanent Magnet Generator

Working Temperature -40℃~+80℃
Protection Level IP54
Working environment
humidness

≤90%
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Altitude ≤4500m
Install Height 6~12m
Overload Protection Electromagnetic Brake
Gross weight 23kg 28kg 40kg 57kg 80kg 140kg

Packing list(cm)
17*17*111
54*36*35

17*17*132
55*35*35

65*47*47
19*19*170

28*28*190

206*20*20
47*47*85
37*37*32

970*360*380
330*330*460
700*700*2700

Real Photo

Model RX-SV4000 RX-SV5000 RX-SV6000 RX-SV7K RX-SV8K RX-SV10K
Rated Power 4KW 5KW 6KW 7KW 8KW 10KW
Blades Length 3.0M 3.0M 3.5M 3.5M 4.0M 4.0M
Wheel Diameter 1.2M 1.2M 1.2M 1.2M 1.2M 1.2M
Rated Voltage 48V~220V 48V~220V 48V~220V 48V~380V 96V~220V 48V~380V
Start Up Speed 2.0m/s 2.0m/s 2.0m/s 2.0m/s 2.5m/s 2.5m/s
Rated Speed 12m/s 12m/s 12m/s 12m/s 12m/s 12m/s
Cut-in Speed 4.0m/s 4.0m/s 4.0m/s 4.0m/s 4.0m/s 4.0m/s
Survival Speed 45m/s 45m/s 45m/s 45m/s 45m/s 45m/s
Blades Quantity 2 Pcs
Blades Material Fiber glass

Generator Type

Iron-Core
permanent
magnet
Generator

Coreless
permanent
magnet
Generator

Iron-Core
permanent
magnet
Generator

Maglev coreless
permanent
magnet
generator

Iron-Core
permanent
magnet
Generator

Maglev coreless
permanent
magnet
generator

Working Temperature -40℃~+80℃
Protection Level IP54
Working environment
humidness

≤90%

Altitude ≤4500m
Install Height 6~12m
Overload Protection Electromagnetic Brake
Gross Weight 140kg 190kg 265 kg 280kg 300kg 340kg



Real Photo



Model RX-TL400 RX-TL600 RX-TL1000 RX-TL2000 RX-TL3000 RX-TL5000 RX-TL7K
Rated Power 400W 600W 1KW 2KW 3KW 5KW 7KW
Blades Length 0.68M 1.1M 1.1M 1.7M 1.7M 2.0M 2.0M
Wheel Diameter 0.38M 0.52M 0.52M 1.0M 1.0M 1.2M 1.2M
Rated Voltage 12V~24V 12V~24V 12V~48V 24V~96V 24V~96V 24V~220V 48V~380V
Start Up Speed 1.2m/s 1.2m/s 1.5m/s 2.0m/s 2.0m/s 2.0m/s 2.0m/s
Rated Speed 12m/s 12m/s 12m/s 12m/s 12m/s 12m/s 12m/s
Cut-in Speed 3.5m/s 3.5m/s 4.0m/s 4.0m/s 4.0m/s 4.0m/s 4.0m/s
Survival Speed 40m/s 40m/s 45m/s 45m/s 45m/s 45m/s 45m/s
Blades Quantity 2
Blades Material Fiber glass
Generator Type Coreless Disc Type Maglev Levitation Permanent Magnet Generator
Working Temperature -40℃~+60℃
Protection Level IP54
Working environment
humidness

≤90%

Altitude ≤4500m
Overload Protection Electromagnetic Brake
Gross Weight 12kg 21kg 28kg 90kg 105kg 125 kg 370kg

Real Photo
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Model RX-QV400 RX-QV600 RX-QV800 RX-QV1000 RX-QV1500 RX-QV2000

Rated Power 400W 600W 800W 1000W 1500W 2000W

Max Power 450W 650W 850W 1100W 1600W 2200W

Blades Length 0.87M 0.96M 0.96M 1.17M 1.17M 1.5M

Wheel Diameter 0.98M 1.15M 1.15M 1.3M 1.3M 1.5M

Rated Voltage 12V~24V 12V~48V 12V~48V 12V~48V 12V~48V 24V~96V

Start Up Speed 1.5m/s 1.5m/s 1.5m/s 1.5m/s 1.5m/s 2.0m/s

Rated Wind Speed 10m/s 10m/s 10m/s 10m/s 10m/s 10m/s

Cut in wind speed 2.5m/s 2.5m/s 2.5m/s 2.5m/s 2.5m/s 2.5m/s

Survival Wind Speed 45m/s 45m/s 45m/s 45m/s 50m/s 50m/s

Blades Quantity 3 3 3 3 3 3

Blades Material Aluminium alloy

Generator Type Three Phase Permanent Axial Flux Coreless Maglev Levitation Generator

Working Temperature -40℃~+40℃

Protection Level IP54

Working environment
humidness

≤90%

Altitude ≤4500m

Install Height 3~12m

Overload Protection Electromagnetic Brake

Gross Weight 23.0kg 38.0kg 40.0kg 60.kg 80.0kg 120.0kg
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Packing List(cm)
95*35*36
85*54*8
2 boxes

46*44*108
14*105*64
2 boxes

46*44*108
14*105*64
2 boxes

121*52*57
120*70*14
2 boxes

156*62*66
156*85*12
Two wooden
boxes

Real Photos

Model RX-QV2500 RX-QV3K RX-QV4K RX-QV5K RX-QV8K RX-QV10K RX-QV20K RX-QV30K

Rated Power 2500W 3000W 4000W 5000W 8000w 10KW 20KW 30KW

Blades Length 2.0M 2.0M 2.5M 2.5M 3.0M 3.0M 3.5M 5.0M

Wheel Diameter 2.0M 2.0M 2.5M 2.5M 3.0M 3.0M 3.5M 5.0M

Rated Voltage 24V~220V 24V~220V 48V~220V 48V~220V 48V~220V 48V~220V 96V~380V 96V~380V

Start Up Speed 2.0m/s 2.0m/s 2.0m/s 2.0m/s 2.0m/s 2.5m/s 2.5m/s 2.5m/s

Rated Wind Speed 10m/s 10m/s 10m/s 11m/s 11m/s 11m/s 11m/s 11m/s

Cut in wind speed 2.5m/s 2.5m/s 2.5m/s 3.0m/s 3.0m/s 3.0m/s 3.0m/s 3.0m/s
Survival Wind
Speed

50m/s 50m/s 50m/s 50m/s 50m/s 50m/s 50m/s 50m/s

Blades Quantity 3 3 3 3 3 3 3 3

Generator Type
Iron-core
generator

Coreless
generator

Iron-core
generator

Coreless
generator

Iron-core
generator

Coreless
generator

Coreless
generator

Coreless
generator

Blades Material Aluminium alloy

Working
Temperature

-40℃~+40℃

Protection Level IP54

Working
environment
humidness

≤90%

Altitude ≤4500m

Install Height 3~12m

Overload Protection Electromagnetic Brake

Gross Weight 180.0kg 240.0kg 300.0kg 340.0kg 400.0kg 450.0kg 520.0kg 600.0kg



Real Photos



Model RX-LTV400 RX-LTV600 RX-LTV800 RX-LTV1000

Rated Power 400W 600W 800W 1000W

Max Power 450W 650W 850W 1100W

Blades Length 0.6M 0.6M 0.6M 0.6M

Wheel Diameter 0.9M 0.9M 0.9M 0.9M

Rated Voltage 12V/24V 12V/24V 12V/24V 12V/24V

Start Up Speed 1.2m/s 1.2m/s 1.2m/s 1.2m/s

Rated Wind Speed 12m/s 12m/s 12m/s 12m/s

Cut in wind speed 2.5m/s 2.5m/s 2.5m/s 2.5m/s

Survival Wind Speed 40m/s 40m/s 40m/s 40m/s

Blades Quantity 5 5 5 5

Blades Material Nylon Fiber

Generator Type Three Phase Permanent Magnet Generator/Maglev Levitation Generator

Working Temperature -40℃~+40℃

Protection Level IP54

Working environment
humidness

≤90%

Altitude ≤4500m

Install Height 3~12m

Overload Protection Electromagnetic Brake

Gross Weight 13.0kg 13.0kg 13.0kg 13.0kg

Packing List(cm)
32*62*46
One carton

32*62*46
One carton

32*62*46
One carton

32*62*46
One carton

Real Photos

javascript:;


Model RX-AGMD1KW RX-AGMD2K RX-AGMD3K RX-AGMD5K RX-AGMD8K

Rated power(W) 1KW 3KW 3KW 5KW 8KW

Blades length(m) 0.53 0.7 1.05 1.4 1.4

Wheel diameter(m) 0.6 0.8 1.2 1.6 1.6

Generator type Maglev coreless Maglev coreless Maglev coreless Maglev coreless Maglev coreless

Start speed(m/s) 1.2 m/s 1.2 m/s 1.2 m/s 1.2 m/s 1.2 m/s

Cut in speed(m/s) 3.0 m/s 3.0 m/s 3.0 m/s 3.0 m/s 3.0 m/s

Rated speed(m/s) 13m/s 13m/s 13m/s 13m/s 13m/s

Safe speed(m/s) Max wind speed：≤36m/s, Moment max wind speed≤45m/s

Rated voltage 12V-24V 24V-48V 24V-220V 24V-220V 48V-380V

Blades quantity 3 3 3 3 3

Protection degree IP54

Environment
temperature

-25~+80℃



The data sheet is just for your refer
We can customize more specification for you

Ambient humidity ≤90%

Altitude ≤4500m

Weight (Kg) 45kg 60kg 90kg 210kg 250kg

Over speed protection Electromagnetic brake

Overload protection Dump load

Photo




